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Latvijas Universitate (Geografijas un Zemes zinatnu fakultate) péc SIA “DSG Karjeri”
pasdtijuma ir sagatavojusi vides trokSna novértéjumu atbilstosi derigo izraktenu (smilts-
grants, smilts un malsmilts) ieguves atradnei “Valodzes” nekustamaja ipasuma (“Valodzes”
Raunas pagasta, Smiltenes novada) izsniegtajai Programmai 5-03/19/2022 ieklautajam
prastbam.

Novertéjums veikts saskana ar lgumu, kas noslégts starp SIA “DSG Karjeri” (pasuatitajs) un
Latvijas Universitati (izpilditajs), ievérojot Latvijas Republikas normativajos aktos noteikto
kartibu, kada veicam trokSna novértéjums.

Darba izpildei nepiecieSamo informaciju par eso$o un paredzéto darbibu, - dazadam tehnikas
vienibam, to skaitu un noslodzi, sniedza Pasutitajs.

Troksna piesarnojuma novértéjuma merkis ir noteikt, vai, uzsakot derigo izraktenu ieguvi
atradné “Valodzes”, netiks parsniegti vides trokSna robeZlielumi atradnes teritorija un
ietekmes zona, t.sk. pie tuvakajam dzivojamam majam (viensétam), kas var tikt ietekmétas
derigo izraktenu ieguves un transportésanas laika.

Atskaite ietver informaciju par vides trokSna novértéjumam izmantoto aprékina metodi,
novértésana izmantotajiem trokSna raditajiem un trokSna avotiem, ka arl novértéjuma
rezultatus:

a) esosas situacijas troksna [Tmena atbilstibas vides trokSna robezlielumiem izvértéjumu
(fona troksna limeni);

b) prognozéjamo trokSna piesarnojuma I|imeni, rezultatu kartéjumu, atbilstibas
noveértéjumu vides troksna robezlielumiem.

Apréekiniem un rezultatu reprezentacijai izmantotas Sadas programmas: MsExcel, ArcGlIS.
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1. TROKSNA AVOTU UN APKARTNES RAKSTUROJUMS

Derigo izraktenu ieguves atradne “Valodzes” atrodas Raunas pagasta, Smiltenes novada
(teritorijas attélojums dots 1.attéld); paredzeta ieguves platiba — 74.67 takst. m2. Austrumos
no atradnes Valodzes atrodas valsts nozimes derigo izraktenu atradne Pavuli un atradne
“Valodzes” robeZojas ar valsts vietéjas nozimes autoce|u V297 (Strikeli-Pavuli-Bormani), cela
segums — asfalts. No $i autocela iespéjams pieklit nekustamajam Tpasumam “Valodzes” un
atradnei. Dienvidu virziena no atradnes Valodzes atrodas valsts nozimes regionalais autoce|$
P28 (Priekuli-Rauna).

P23 Prickuli-Rauns

Mgérogs 1:5000

Apzim&jumi

SIA "DSG Karjeri" piederoda zemes paduma "Vilodzes" robezas

-
'

Atradnes "Vilodzes" robeza

1. attéls. Atradnu “Valodzes” izvietojuma karte



Tuvakas vienseétas ir:

e “Mazstrikeli 1” - 500 m attaluma uz Rietumiem no atradnes “Valodzes”;
*  “P3avulkalni” — 360 m attaluma uz Rietumiem no atradnes “Valodzes”;

Salidzinosi tuva atradnes apkartné (500 m attaluma no atradnes robezZas) atrodas vél vairakas
viensétas:

- Rietumu virziena: Strikeli — 600 m, Dzérves — 650 m, Sauleskalni — 650 m;
- Ziemelu virziena: Vecpavuli, Jaunpavuli, Kurmi — 500 m, Lacplési — 720m;
- Austrumu virziena: Birztalas — 600 m, Kriimkalni — 700 m.

Zemes 1pasums “Valodzes” tieSi robezojas ar 12 zemes 1paSumiem, neviena no Siem
Tpasumiem neatrodas dzivojama apbive. Atradnes Zieme|u pusé atrodas SIA “PAVASARS
WOOD CONSTRUCTIONS” kokapstrades cehu/saliekamo €ku panelu raZotnes teritoriju
(registreta C kategorijas piesarnojosa darbiba Nr. VI201C0102).

AtbilstoSi pasutitaja sniegtajai informacijai, par potencialiem troksna objektiem apkartnée
uzskatami:

- atradne “Pavulkalni”;
- atradne “Pavulkalni 2020”;
- atradne “Pavuli”.

So atradnu izvietojums dots 2. attéla.
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2. attéls. Atradnu Valodzes izvietojums un blakus esosas atradnes (pasatitaja sniegta
informacija).



Sajas blakus esogajas atradnés ari notiek resursu ieguve, un aktivitates tajos ir lidzigas ka
atradnés “Valodzes”, tamdé| sagatavojot trokSna piesarnojuma novértéjumu, pienemts, ka
péc butibas tiek izmantotas [idzigas iekartas. Novértéjuma pienemts iesp&jami
nelabveligakais scenarijs — visas iekartas visos karjeros strada vienlaikus.

Novértéjot esoSo trokSna Iimeni, nemts véra ari transports, kas parvietojas pa tuvuma
esoSajiem autoceliem. Saskana ar Latvijas Valsts Celi uzskaites datiem (https://lvceli.lv/celu-
tikls/statistikas-dati/satiksmes-intensitate/), vidéjais transporta vienibu skaits diennakti ir:

- vietéjas nozimes autocela V297 (Priekuli — Rauna) ir 310 vienibas, no tam 4 % smagais
autotransports;

- vietéjas nozimes autocela V 187 (Varlmiera — Rauna) ir 646 vienibas, no tam 13 %
smagais autotransports;

- regionalas nozimes autocela P28 (Priekuli — Rauna) ir 975 vienibas, no tam 14 %
smagais transports.

AtbilstoSi pasttitaja sniegtajai informacijai, atradnu teritorija izmantoto trokSna emitétaju
apkopojums dots 1. tabula, kur noradits ari izmantoto vienibu skaits un darba laiks.

1.tabula
Darba stundu skaits diennakts
periodos
7:00- | 19:00- | 23:00-

lekartas Skaits | 19:00 23:00 7:00 TrokSna emisija
Ekskavators (CATERPILLAR 330) 1 8 - - 103 dB(A)
Frontalais iekravejs (CATERPILLAR
S72MXE) 2 12 - - 97 dB(A)
SijaSanas un SkiroSanas iekarta
(Warrior 1400X Power Screen) vai 1 12 - - 106.3 dB(A)
analogs
Mobilais drupinatajs (Metso
LT12135) 1 12 - - 85 dB(A)
Skalotajs (FinesMaster 120) vai 1 12 i i 106 dB(A)
analogs
Buldozers (CATERPILLAR
D6K2LGP) 1 4 - - 107 dB(A)
Dumper traktori (Bell B25D) 2 8 - - 87 -102 dB(A)
E‘r;\gterlala transportésanai) Volvo 6 12 i i 88 B(A)




3. attéela redzams trokSna piesarnojumu emitéjoso iekartu raksturigie parvietoSanas celi
atradnu “Valodzes” teritorija.

Apzime&jumi

kravas_transportu_virziba
Frontalo_lekraveju_virzieni
Drupinatajs_sijatajs
Frontalo_lekraveju_laukumi
Plebraucamais_cels_atradnei

Deriga materiala skalosanas laukums
Tehnikas nodro3inajuma laukums
Nekustama ipaduma Valodzes robeza
Atradnes Valodzes laukums

A0 DB0&4

3. atteéls. TrokSna piesarnojumu emitéjoso iekartu raksturigie parvietosanas celi
atradnu “Valodzes” teritorija



2. TROKSNA LIMENA MODELESANA

2.1. Visparigs raksturojums

izplatoties apkartéja vidé. 2. dala: Visparéja aprékinu metode) prasibam, kur$ jaizmanto

saskana ar MK Noteikumiem Nr. 16-7.01.2014. (TrokSna novértésanas un parvaldibas kartiba).
Pienémumi:

1) aprekins veikts 500 Hz joslas vértibai, ka to pielauj LVS ISO 9613-2, ja zinami vienigi

avotu A-izsvarotie skanas jaudas limeni;

2) aprékiniem izmantotas formulas, kura ieklautas iepriekS minétaja standarta;

3) Apréekinos nemts véra virsmas stavoklis (akustiska cietiba), meteorologiskie raditaji,

atbilstosSi MK Noteikumiem Nr.432-17.09.2019. “Noteikumi par Latvijas buvnormativu
LBN 003-19 "Buvklimatologija"”
a. atmosféras temperatira 6.4 °C;
b. relativais mitrums 80 % (Priekulu meteorologiska stacija, perioda 1989-2018
vidéjie raditaji);

4) Modelésana veikta 4.0 m augstuma, punktu izvietojuma tikls izveidots ar regularu soli.
Izmantota metode prognoze ilgtermina videéjo A-izsvaroto skanas spiediena limeni, izmantotie
algoritmi aprékina skanas izplatibu, kas rodas no punktveida avota (stacionara vai kustiga) vai
avotu kopuma, vajinajumu. Aprékinos nemti véra $adi specifiski nosacijumi, kas ietekmé

skanas izplatibu:

- geometriska divergence;
- atmosféras absorbcija;

- zemes efekts;

- atstarojums no virsmam;

- Skers|u izraisita ekranésana.

AtbilstoSi standartam, metode tieSi vai netieSi izmantojama vairumam situaciju, t.sk.

rapnieciskiem trokSna avotiem, un citiem troksna avotiem, kuri atrodas uz zemes.



Metodes precizitate saistama ar ievaditajiem meteorologiskajiem parametriem, - skanas
izplatiba novértéta izplatoties piesarnojumam véja pusanas virziena. Precizitates novértéjums
iespéjams tikai lldz 1000 m attalumam. Matematisko aprékinu (modela) precizitate ir noteikta
standarta, atkariba no augstuma un attaluma ta varié robezas no (+) 1 — 3 dB. Novértéta

precizitate atbilst situacijai, kad netiek novérots atstaroSanas efekts vai ekranésanas raditais

2.2. Matematiskais pamatojums
Ekvivalentais nepartrauktais skanas spiediena limenis (Lg(DW)) oktavas josla uztvéreja

atrasanas vieta pa véjam:
Ler(DW) = Ly + Dc — A, kur (1)

Lw — skanas jaudas limenis oktavas josla decibelos, kuru rada skanas avots, kuram atskaites
skanas jaudas vertiba ir 1 pikovats (1 pW); modeli ievaditi dati atbilstoSi razotaja

informacijai;

Dc — véersuma korekcija decibelos, kas apraksta to novirzi, par kadu ekvivalentais
nepartrauktais skanas spiediena limenis atskiras, noteikta virziena, no visvirzienu
punktveida skanas avota skanas jaudas [iTmena Lw; D¢ ir vienads ar punktveida skanas
vérsuma indeksu D,, pieskaitot tam ari indeksu Dq, kas sevi ietver skanas izplatiSanos
tajos telpiskajos lenkos, kuri ir mazaki par 4w steradianiem; visvizienu skanas avotiem,

izstarojot briva telpa, korekcija ir O dB;

A — oktavas joslas vajinajums, decibelos, kas rodas skanas izplatisanas laika no skanas avota

[idz uztvéréjam/receptoram.
Oktavas joslas vajinajums (A):
A = Adiv + Aatm + Agr + Abar + Amisc, kur (2)
Agiv — Vajinajums, kuru izsauc geometriska divergence;
Aatm — vajinajums, kas rodas atmosféras absorbcijas rezultats;

Agr—vajinajums, kuru rada zemes efekts;
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Apar — €krana izraisitais vajinajums;

apbave).

Ekvivalentais nepartrauktais A-izsvarotais skanas spiediena limenis (dB) pa véjam tiek
aprékinats sasummeéjot visus laika videjos kvadratiskos skanas spiedienus, kuri tiek aprékinati

izmantojot formulas ((1), (2)) katram avotam:

Lir(DW) = 101g{3,[38_, 100 [rr@+4r D], keur (3)
n — ietekmju — / (avotu un trajektoriju) skaits;
j—indekss, kas norada oktavu joslas, ar vidéjam frekvencém no 63 Hz lidz 8 kHz;
As— standartizéta A-izsvarosana.

llgtermina vidéjais A-izsvarotais skanas spiediena limenis Lat(LT) tiek aprékinats saskana ar

vienadojumu:
Lyr(LT) = Lar(DW) — Cppey, kur (4)
Cmet — meteorologiska korekcija.

Sferiskai izkliedei brivaja lauka skanas vajinajums geometriskas divergences dél (Agi, dB) tiek

aprékinats:

d
Agin = [zozg (=) + 11], kur (5)
d — attalums no avota lidz receptor punktam, m;

do — atskaites attalums, 1 m.

d
Agim =X o0 kur (6)
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Zemes izraisitais skanas vajinajums (Agr) galvenokart atkarigs no atstarotas skanas (no zemes
virsmas) un skanas starp avotu un receptoru interferences procesa rezultats. Lejup noliektais
skanas vajinajuma cel$ (pa véjam) nodrosina to, ka Sis vajinajums tiek noteikts galvenokart ar
zemes virsmas reljefu netalu no avota un ari netdlu no uztvéréja. ST zemes iespaida
aprekinasanas metode it pielietojama vienigi tadai zemes virsmai, kas ir pietiekami lidzena
gan horizontala, gan ari patstaviga slipuma gadijuma. Modeli tiek definétas tris (3) atskirigas

zemes iespaida zonas:

a) avota zona, kas sniedzas 30hs attaluma no skanas avota, virziena uz uztvéréju, ar
maksimalo attalumu d, (kur hs ir avota augstums, bet d, ir attalums no avota lidz
uztvéréjam — ka projekcija uz zemes plaknes);

b) uztvéréja zona, kas sniedza 30d: attaluma no uztvéréja uz avotu, ar maksimalo
attalumu dp (kur hy — uztvéreja augstums);

c) videja zona, kas atrodas vida starp avota un uztvéréja zonam; ja dy<(30hs + 30h,), tas
avota un uztvéréja zonas savstarpéji parklasies, un Sis vidéjas zonas nav (tiek izslégta

no aprékiniem).

Atbilstosi Siem pienémumiem, zemes izraisitais skanas vajinajums nepieaug palielinoties
vidéjas zonas lielumam, bet galvenokart ir atkarigs no avota un to uztvéréju zonu ipasibam.

Katra zemes gabala akustiskas 1pasibas tiek nemtas véra ar zemes faktoru G:

a) bliva virsma — cela segums, tUdens, betons vai cita virsma ar zemu porainibu, ari
noblietétu zemi (raksturiga ripnieciskam zonam) var uzskatit par cietu, G = 0;

b) absorbéjosa (poraina) virsma — ar kokiem, zali vai citu vegetaciju segta zeme un visas
citas vegetacijai noderigas zemes virmas, ari lauksaimnieciba izmantojama zeme, G
=1;

c) jaukta tipa virsma sastav no cietas un porainas virsmas, G = [0-1], tiek noteikts

izmantojot poraino apgabalu kopiga laukuma ipatsvara, kas izteikts ka dalskaitlis.

Lai apréekinatu zemes virsmas izraisito vajinajumu noteiktas oktavu joslas, sakotnéji janoverté
vajinajums As avota zonai, kuru raksturo ar zemes faktoru Gs Sai zonai, Ar uztvéréja zonai, ko
raksturo ar zemes faktoru G, un A, vidéjai zonai, kuru raksturo ar zemes faktoru Gn. Kopé€jo

zemes izraisito vajinajumu oktavu joslas aprekina:

Agr=As + Ar+ Am, kur (7)
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Ar—vajinajums uztveréja zonai, kuru raksturo ar zemes faktoru G;, dB;

Am — vajinajums vidéjai zonai, kur raksturo ar zemes faktoru Gm, dB.

As=-1.5+Gsxc'(h) (8)
A =-1.5+G¢xc'(h) (9)
c'(h) = 1.5+ 14.0 x e044h2 x (1 — e"%/50) (10)
Am=-3q x (1—Gm), kur (11)

h — avota un uztvéréja videjais augstums, m;
dp — attalums no punktveida avota lidz uztveréja projekcijai zemes plakne, m;

q:O/ ja dps30 (hs+hr) (12)

30(hg+h,)

q=1 R ja dp > 30 (hs + hy) (13)
14

Ekrana izraisitais vajinajums (Aper) raksturots nemot véra uzbérumu un avota darbibas [imeni
attieciba pret receptoru. Objektu var uzskatit par ekranéjosu $kérsli tada gadijuma, ja tas

atbilst Sadam prasibam:

- virsmas slodze ir vismaz 10 kg/m?;

- objektam ir vienlaidus virsma bez lielam spraugam vai atstarpém,;

- objekta horizontala dimensija, kas mérita perpendikulari “avota - uztvéréja” linijai, ir
lielaka neka skanas vilna garums / intereséjosajas oktavas joslas videja frekvencg, jeb
i+ 1- > 1. Jebkurs objekts, kas atbilst Sim prasibam, uzskatams par ekranu ar vertikalam

malam.

AtbilstoSi 1ISO 9613-2:1996 standartam, ekrana vajinajums Apgr tiek raksturots ka skanas
izolacija, tas aprekinos janem véra abu veidu difrakcijas — par barjeras augséjo malu un gar

barjeras vertikalo malu.

Skanas izplatiSanas pa véjam difrakcijas efektu, dB, par ekrana aug$éjo malu aprékina

izmantojot formulu:

Apar =Dz —Agr >0 (14)
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Aprékins difrakcijai gar ekrana vertikalo malu:

Apar = Dz >0, kur (15)

------

Aprékinot ekrana izraisito vajinajumu Dy, tiek pienemts, ka no skanas avota lidz uztvéréjam

eksisté tikai viens nozimigs skanas izplatiSanas cels:
Dy = 10lg |3 + (2) Cs2Kipee |, kur (16)

C, — tiek pienemts vienads ar 20, ietver zemes atstaroSanas efektu, atseviSkos gadijumos, ja
atstaro$anas no zemes nem veéra atseviski ar Skietamo avotu palidzibu, C, vértiba var bat ari

40;
Cs; —vienads ar 1 (vienkarsas difrakcijas gadijuma), bet dubultas difrakcijas gadijuma:

(1+(2))
(@)

(3 = (17)

I — skanas vilna garums, metros, atbilstosi oktavas joslas vidéjai frekvencei;
z — starpiba starp atstarotas un tiesas skanas cela garumiem, metros:
z = [(dgs + ds)? + a?]Y? — d, kur (18)
dss — attalums no avota lidz (pirmajai) difrakcijas malai, m;
dsr — attalums no (otras) difrakcijas malas [idz uztvéréjam, m;
a — cela d projekcija ekrana plakné, m
Kmet — meteorologisko apstaklu korekcijas faktors;
e — attalums starp divam difrakcijas malam dubultas difrakcijas gadijuma.
Dubultas difrakcijas gadijuma, izplatibas cel$ aprekinats sadi:

z = [(dgs + dgr + €)? + a?]¥? — d, kur (19)
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Korekcijas faktors Kme: meteorologisko apstak|u ievérosanai tiek aprékinats:

1 d
Kimet = exp l_ (m) dssdsr Zl ;2>0 (20)

Gadijumos, ja z £ 0, Kmer =1; saniskas difrakcijas gadijuma ap Skérsliem un gadijumos, ja

attalums starp avotu un receptoru ir mazakas par 100 m, Kmer = 1.

Asite - skanas vajinajums tai izplatoties rupnieciska zon3;
Anous - skanas vajinajums tai izplatoties apbuvéta teritorija.

Meteorologiska korekcija (Cmet), decibelos, tiek aprékinata avotam, kurs izstaro laika

pastavigu limeni:

Cmet = O, Ja dp S 1O(h5 + hT') (21)
hg+hy .
Cmet = CO [1 —10 (d—)]' Ja dp >10 (hs + hr): kur (22)
P

hs — avota augstums, m;

h; — receptora augstums, m;

dp — attaluma projekcija starp avotu un uztvéréju horizontala plakng, m;

Co — faktors, dB, kas ir atkarigs no vietéjiem meteorologiskajiem statistikas datiem par véja

virzienu un temperatiras gradientiem.

15



3. NORMATIVI

AtbilstoSi Ministru Kabineta noteikumiem Nr. 16-07.01.2014. ,,TrokSna novértésanas un
parvaldibas kartitba”, veicot vides trokSna novértésanu arpus telpam, izmanto $adus raditajus:
Lavn, kas raksturo diennakts troksni un ta radito kopéjo diskomfortu, Lgiena, kas raksturo dienas
troksni un ta radito diskomfortu diena, Lvakars, kas raksturo vakara troksni un ta radito

diskomfortu vakara, un Lnakts, kas raksturo nakts troksni un ta radito diskomfortu naktt.

Diennakts dalas tiek sadalitas $adi: standarta diena ilgst no pulksten 7:00 Iidz 19:00 jeb 12
stundas, vakars ilgst no pulksten 19:00 lidz 23:00 jeb 4 stundas, savukart nakts ilgst no
pulksten 23:00 idz 7:00 jeb 8 stundas. Attiecigajiem laika periodiem iepriek§ minétajos

Ministru Kabineta noteikumos ir noteiktas ari pielaujamas robezvértibas (dB(A)), dotas 3.

tabula.
3. tabula. Vides troksna robezlielumi
Nr. Troksna robezlielumi
p. k. _ N .
AprVES ter'tor']as VEIdS Ldiena Lvakars Lnakts
(dB(A)) | (dB(A)) | (dB(A))
1 Individualo dzivojamo maju (mazstavu, savrupmaju 55 50 45

vai viensétu), veselibas, arstniecibas, socialas
aprupes un bérnu iestazu apbuves teritorija

2 Dzivojamo daudzstavu eku apbuves teritorija 60 55 50

3 Publiskas apbuves teritorija (kultras, izglitibas un 60 55 55
zinatnes iestazu, valsts parvaldes iestazu, sabiedrisko
objektu, viesnicu teritorija)

4 | Jaukta veida apbuives teritorija (tirdzniecibas, 65 60 55
pakalpojumu bivju, ar dzivojamo apbuvi, teritorija)

5 Apdzivotu teritoriju klusie rajoni 50 45 40

Novertejot vides troksSna raditajus, tiek nemta véera tiesa skana. Véra netiek nemta skana, kas
ir atstarojusies no ékas fasades, tapéc meérijumu korigé par -3 dB(A)). Veicot troksna
kartésanu, lidzigi var tikt arT korigéts novértéjuma punkta augstums virs zemes. Novérojuma
punktam jaatrodas 3,8 lidz 4,2 metrus jeb 4,0 £ 0,2 metrus virs zemes. Atseviskos gadijumos

noveértejuma punkta augstums virs zemes var bt mazaks, bet ne mazaks par 1,5 metriem (ka
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tas darits Saja gadijuma). Péc tam rezultats tiek korigéts, lai to varétu pielidzinata 4 metru

augstumam.
Noveértejot atbilstibu normativiem pienemta nelabvéligaka situacija:

- visi avoti strada vienlaikus;
- vienlaikus darbiba notiek atradné “Valodzes” un ari blakus eso3ajos karjeros;

- darbibas laiks korigéts atkariba no katras konkrétas aktivitates noslodzes.
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4. |IEGUTIE REZULTATI UN VIZUALIZACUA

Matematiskais modelis izveidots katram trokSna emisijas avotam atseviski, tad pienemts, ka

visi trokSna emisijas avoti darbojas vienlaicigi (nelabvéligaka situacija) un mobilo iekartu

gadijuma dala (puse) no tam vienlaikus, avotu ietekmes summeétas.

Vizualai rezultatu reprezentacijai izmantota programma ArcMap 10.6., modelésanai izvéléts

receptoru tikls ar soli 100 m.

a)

b)

c)

FONS - trok$na limenis atradnu “Valodzes” apkartné novértéts nemot véra mobilo
avotu (garambraucoS$ais transports) un tuvako karjeru (atradnu) ietekmi, skat. 4.-
5.attélu. Rezultati liecina, ka ietekme ir diezgan butiska un dienas laika pie tuvakajam
dzivojamam majam (vienséta Pavulkalni), vienlaikus darbojoties visiem piesarnojuma

avotiem troksna [imenis var sasniegt 54 dB(A);

ATRADNES “VALODZES” IZMANTO VIENIBU RADITAIS TROKSNA LIMENIS DIENAS
LAIKA (6.-7. attéls), dislocéjas ap piesarnojuma avotiem, sasniedzot 65 dB(A); ta ka Sie
avoti darbosies tikai dienas laika, tad novertéjums veikts tikai Sim periodam, un

vértéjot limeni pie tuvakajam majam, So avotu ietekme neparsniegs 45 dB(A);

SUMMARAIS TROKSNA LIMENIS DIENAS LAIKA (8.-9. attéls) — aprékinos pienemot, ka
vienlaikus darbojas visas tehnikas vienibas visas atradnés, redzams, ka paaugstinats
troksSna limenis novérojams tikai atradnés, savukart apkartné esoSajas viensétas
trokSna limenis variés robezas no 43 dB(A) lidz 54 dB(A), neparsniedzot Latvija
notiektos normativus; bez tam, japiemin, ka atradnés “Valodzes” izmantojamas

tehnologiskas iekartas praktiski neietekmeés trokSna piesarnojumu pie viensétam.
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Noiso map height 4m (A -woghted

30 dB(A)
35 dB(A)
40 dB(A)
45 4B(A)
S0 dB(A)
B 55400A)
80 dB(A)

65 dB(A)
70 dB(A)
75 dB(A)
BO+ 0B(A)

4.attéls. Lgiena fona trokSna limenis atradnu “Valodzes” ietekmes zona (7:00-19:00),

dB(A).

Piezimes:

- ar sarkaniem krustiniem attéloti atradnu Valodzes emisiju avoti, kuri no fona
aprékiniem izslegti,

- ar stabiniem attélots troksSna limenis pie apkartné izvietotam viensétam,

- ar sarkanu kontdru attélota karjera Valodzes teritorija.
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£4 dBIA)

B s =0

om

5.attéls. Lgiena fona trokSna limenis ar normativa (55 dBA) parsniegSanas zonam

atradnu “Valodzes” ietekmes zona

Piezimes:

- ar sarkaniem krustiniem attéloti atradnu Valodzes emisiju avoti, kuri no fona
aprékiniem izslegti,

- ar stabiniem attélots troksSna limenis pie apkartné izvietotam viensétam,

- ar sarkanu kontdru attélota karjera Valodzes teritorija.
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height 4m [A-woghted

30 dB(A)
35 dB(A)
40 dB(A)
45 dB(A)
S0 4BIA)
55 dB(A)
80 dB(A)
65 dB(A)
70 dB(A)
75dB(A)
BO+ aB(A)

6. attéls. Lyiena atradnes “Valodzes” radttais trokSna limenis dienas laika, dB(A)

Piezimes:

- ar melniem krustiniem attéloti atradnu Valodzes emisiju avoti,

- ar stabiniem attélots troksna limenis pie apkartné izvietotam viensétam,
- ar sarkanu kontdru attélota karjera Valodzes teritorija.
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£4 dBIA)

B s =0

7. attéls. Lgiena atradnes “Valodzes” radita trokSna limena zonas virs 55 dB(A) dienas laika

Piezimes:

- ar melniem krustiniem attéloti atradnu Valodzes emisiju avoti,

- ar stabiniem attélots troksna limenis pie apkartné izvietotam viensétam,
- ar sarkanu konturu attélota karjera Valodzes teritorija.
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Nolse map height 4m A -woghted

30 dB(A)

35 dB(A)
40 dB(A)
45 4B(N)
S0 4BIA)
N 554D
80 dB(A)
65 dB(A)
70 dB(A)
75 dBiA)
BO+ 0B(A)

8. attéls. Lgiena kopé€jais sagaidamais troksna [imenis dienas laika, dB(A)

Piezimes:

- ar melniem krustiniem attéloti visi piesarnojuma avoti,

- ar stabiniem attélots troksna limenis pie apkartné izvietotam viensétam,
- ar sarkanu kontdru attélota karjera Valodzes teritorija.
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9. attéls. Lgiena kopé€ja troksna [imena zonas virs 55 dB(A) dienas laika

Piezimes:

- ar melniem krustiniem attéloti visi piesarnojuma avoti,

- ar stabiniem attélots troksna limenis pie apkartné izvietotam viensétam,
- ar sarkanu konturu attélota karjera Valodzes teritorija.
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5. TROKSNA LIMENIS TUVAKO DZIVOJAMO MAJU (VIENSETU)
APKARTNE

Tuvakas viensétas ir:

e “Mazstrikeli 1” - 500 m attaluma uz Rietumiem no atradnes “Valodzes”;
¢ “Pavulkalni” — 360 m attaluma uz Rietumiem no atradnes “Valodzes”;

SalidzinoSi tuva atradnes apkartné (500 m attaluma no atradnes robeZas) atrodas vél vairakas
viensétas:

*  Rietumu virziena: Strikeli — 600 m, Dzérves — 650 m, Sauleskalni — 650 m;
e Ziemelu virziena: Vecpavuli, Jaunpavuli, Kurmi — 500 m, Lacplési — 720m,;
e Austrumu virziena: Birztalas — 600 m, Krimkalni — 700 m.

Saskana ar modelésSanas rezultatiem, dienas laika sagaidamais trokSna [imenis bis robezas no 43 dB(A)
lidz 54 dB(A). Zemakais trokSna [imenis sagaidams pie viensétam Dzérves, Lacplési un Sauleskalni,
savukart augstakais — pie Pavukalniem (skat. 10. attélu).

Receiver Results Chart dB(A)

Birzialas a6
Dzérves 43
Jaunpavuli 46
Kramkalni 47
Kurmi 45
Lacplesi 43
Mazstrikelit a7
Pavulkalni 54
Sauleskalni 43
Vecpavuli 47
Zitari 45

0 10 20 an 40 50 60

10. attéls. Sagaidamais trokSna limenis pie viensétam, nemot véra ekspluatacija esoSo un planoto
atradnu darbu, dB(A)

Pielikuma sniegts arl detalizéts individualu piesarnojuma avotu ieguldijums katrd no modelésanas
punktiem.
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6. SECINAJUMI — KOPSAVILKUMS

1. Atradnu Valodzes teritorija esosSos trokSna avotu raditais trokSna [imenis uzskatams
par sajatamu, dienas perioda laika (9:00-19:00) troksSna avoti uznémuma teritorija bis
sajutami, bet to ietekme arpus uznémuma teritorijas ir atbilstoSa noteiktajiem
normativiem.

2. Ka jau sagaidams, augstakais trokSna llmenis sagaidams tiesi dienas laika, kas saistits
ar dazada veida tehnikas izmantoS$anu tiesi $aja laika. Jauzver, ka trokSna emisijas avoti
stradas tikai dienas laika. Lokali, vienlaikus stradajot visiem piesarnojuma avotiem,
maksimali sagaidamais trokSna limenis atradnu teritorija var sasniegt 65 dB(A).

3. TrokSna IlImena noveértéjums dzivojamo maju (viensétu) tuvuma liecina, ka pie
tuvakam dzivojamam majam Pavulkalni (360 m attaluma Rietumu virziena no
atradném Valodzes), gadijuma, ja uznémuma dienas laika tiktu ekspluatétas visas
iekartas vienlaikus augstakais troksna Iimenis, kas sagaidams, ir 54 dB(A), kas
neparsniedz noteiktos normativus.
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7. IZMANTOTIE AVOTI
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De Coensel B., Botteldooren D. (2006) The Quiet Rural Soundscape and How to Characterize
it. Acta Acustica United With Acustica, Vol. 92, 887 — 897.

LVS ISO 9613-2. Akustika. Skanas vajinajums, tai izplatoties apkartéja vide. 2. dala: Vispareja
aprékinu metode.

MK Noteikumi Nr. 16-7.01.2014. TrokSna novértéSanas un parvaldibas kartiba.

MK Noteikumi Nr.432- 17.09.2019. “Noteikumi par Latvijas bdvnormativu LBN 003-19

n»n

"Bavklimatologija"”.

Quality Assurance: form on 1SO-9613-2:1996 including ISO/TR-17534-3 5.2 to 5.9.
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PIELIKUMS. IEVADES PARAMETRI TROKSNA IZKLIEDES MODELT UN REZULTATU
DETALIZETAS IZDRUKAS

Model configuration

0.8G Ground Factor

6.0°C Temperature

80% Humidity

Results are A-weighted

Resuits are rounded to 0 decimal places

Second order reflections are included

I1SO9613-2 reflector surface size check is disabled

ISO9613-2 barrier attenuation limit (20/25dB) is disabled

Vertical edges (lateral paths) are not included

ISO9613-2 barrier perpendicular dimension > wavelength check is disabled

Ground reflections are not screened (as recommended in ISO17534-35.3)

Model inputs
D(L), m 100 input
LW, dB 108 input
A, dB 47.9425 calculated according to LVS ISO 9613-2
Adiv, dB 51 calculated according to LVS ISO 9613-2
Aatm, dB 0.24 calculated according to LVS ISO 9613-2
Agr, dB -3.3 calculated according to LVS ISO 9613-2
As -1.5 calculated according to LVS ISO 9613-2
Gs 0 input
h, m 1.5 input
dp, m 100 input
c'(h) 5.9980496 calculated according to LVS ISO 9613-2
Ar -1.5 calculated according to LVS ISO 9613-2
Gr 0 input
Am -0.3 calculated according to LVS ISO 9613-2
30(hs+hr) 90 calculated according to LVS ISO 9613-2
q 0.1 calculated according to LVS ISO 9613-2
Gm 0 input
Afol 0 input
Asite 0.0025 calculated according to LVS ISO 9613-2
Ahous 0 input
LfT(DW), dB 60.0575 calculated according to LVS ISO 9613-2
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Receiver Results - Summary

Receiver Name
Birztalas
Dzérves
Jaunpavuli
Krimkalni
Kurmi
Lacplesi
Mazstrikeli1
Pavulkalni
Sauleskaini
Vecpavuli
Zitari

Sources

Source Name
Buldozers
Ekskavators
F-Buldoz
F-Buidoz2
F-Eksk2
F-Ekskav
F-Frontlek1
F-Frontlek2
F-Frontlek3
F-Frontiek4
F-MobDrup
F-MobDrup2
F-Sijlek
F-Sijlek2
F-Skal
F-Skal2
F-tr1

F-tr2

F-tr3

F-tr4

Height (m)

4

S

¢ SOIRE ARG OO S AU e O e

Total dB(A)

46
43

47

47

Height (m)

NN RN NN RN NN NN RN N N NN

- - T - T ]

Total dB 31.5Hz 63Hz

105
105
105
105
105
105
99

87

87

108
108
108
108
103
103
103

108

29

125Hz 250Hz

31.5Hz 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

48
43
46
47

47

500Hz 1kHz 2kHz 4kHz 8kHz
105
105
105
105
105

87

87

108
108
108
108
103
103
103
103



Source Name Height (m) Total dB 31.5Hz 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

Front. iekravéjs1 2 99 99
Front iekravéjs2 2 99 99
Line-3 2 N 91
Line-4 2 9 9N
Mobilais drupinatajs 2 87 87
Sijasanas iekarta 2 108 108
Skalotajs 2 108 108
Traktors1 2 103 103
Traktors2 2 103 103
Transp1 2 82 82
Transp2 2 82 82

Receiver Locations
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Receiver Charts

Receiver Results Chart dB{A)
Birztalas -
Dagrvas 41
Jaunpa 4
rdimkalni 4
Hurmi -
Lt o
Mazsiikali1 4
Pantibalni “
Gaashaln i
Vgl @
Zkan 4
0 10 0 30 40 50 1]
Birztalas - Spectrum dB{A) Dzdrves - Specirum dB(A) Jaunpavuli - Spectrum dB{A)
£0 B0 &0
0 " 80 80 -
43
40 an 40
a0 0 a0
0 0 mw
i 0 30|
0 i 0
115 63 125 250 500 1k 2k 4k Bk M5 63 125 250 500 1k 2k 4k Bk 115 63 125 250 500 1k 2k 4k Bk
Kramkainl - Spectrum dB{A) Kurmi - Spectrum dB(A) Lacplasi - Spectrem dB(A)
£ 60 60
£0 a #0 - 80
4
40 an 40
a0 0 a0
0 0 o
30| 0 0]
0 [ 0
115 63 125 280 500 1k 2k 4k Bk ME B3 125 250 500 1k 2k 4k Bk 115 83 125 280 500 1k 2k 4k Bk
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Mazsirike|l1 - Spectrum dB(A) Pavulkalni - Spectrum dB(A) Sauleskaln| - Spectrum dB(A)

€0 €0 &0
™
0 ar L0 0
O
40 40 40
an 20 a0
0 20 m
10 10 10
0 0 0
315 83 125 250 500 1k 2k 4k Bk a15 83 125 250 500 1k 2k 4k Bk 315 63 125 250 500 Tk 2k 4k Bk
Vecpavull - Spectrum dB(A) Znarl - Spectrum dB(A)
0 €0
0 50
ar -
40 a0
10 an
) 0
10 10
0 0
315 63 125 250 500 1k 2k Ak Ok 315 83 125 250 500 1k 2k 4k Bk
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Birztalas

Birztalas - Analysis of Sources Chart dB(A)

Totad @®
Buldazers 0
Eksiavators =
F-Buldoz z
F-Buldoz2 ]
F-EhskZ n
F-Eksiav ]
F-Frontlek1 n
F-Frontlek2 =
F-Frontlek3 P
F.Frontlekd n
F-ManDrup w
F-McbDrup2 L]
F-Sylex »
F-Silek2 »x
F-Saa 0
F-Skai2 "
Frl o
Fa2 =
Fa3 Ed
Foted n
Front. jekramis) e
Front. lekrav&s2 H
Line-3 "
Line-4 £
Maobias crupndesjs 15
Siadanss ickirin =
SkaoapE a2
Tratars1 W
TraktoreZ 3
Transpl 1
Transp2 10

Birztalas - Spectrum dB{A) Location

40 . Birztalas

-

10 ; Kramkalni
: 47

0
315 63 125 250 500 'k 2%k 4k Bk
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Dzerves

Totat

Bukdazers
Ekskavatons
F-Buldoz
F-Buldoz2
F-ExskZ
F-Eksbianv
F.Frontiek1
F-FrontlekZ
F-Frantlek2
F.Frontiekd
F-MobDrup
F-MebiDrup2
F.Silek
F-Silek2

Sl

FSkai2

Frt

Fa2

Faed

F-od

Front, iekrieiz1
Froat, iekrinds2
Line-3

Line-4

hobilas crupindsiis
Sjasanss ivkirin
Suaicehfs
Trantars1
TrawtonsZ
Transp

Transp2

40

Dzérves - Analysis of Sources Chart dB(A)
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Dzérves - Spectrum dB(A)
=
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= =
Sauleskaini I
43
- -

N5 63 125 250 SO0 Tk 2%k 4k Bk
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Jaunpavuli

Jaunpavuli - Analysis of Sources Chart dB(A)

F-Ekshay N
F.Frontlek1 £l
F-Frontlek2 »
F-Frontiek? ®
F.Frontiekd 2
F-ManDrup L
F-MobDrup2 &
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Faz ]
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Line-3 a9
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Mobiss crupindias u
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Transp2 "

Jaunpavull - Spectrum dB(A) Location
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Krumkalni

Totat

Buldozers
Ekskavaiorns
F-Bulzoz
F-Buldoz2
F-Ekzk2
F-Ekshav
F-Fronllek1
F-Frontlek2
F-Frantlek2
F-Fronllekd
F-MabDrup
F-MobDrup2
F-Sylet
F-Sijlekz

F-Siai

F-&kal2

Fetrt

Fa2

Fad

Foted

Fromt. lekréneis 1
Front. lekréwss?
Line-3

Line-4

Mobiaes crupindsays
Sijdsanss inkirtn
Saaotajs
Traszars
Trasrone2
Transp1

Transp2

a0

0
315 63 125 250 500 1k 2k d4x Bk

Kromkalni - Analysis of Sources Chart d8(A)
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Kurmi

Kurmi - Analysis of Sources Chart dB(A)

Yotast |
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Laéplesi

Totat

Buldazers
Ekskavators
F-Buldoz
F-Buldce2
F-Eask2
F-Ekshanv
FFrontlekl
F-Fronilek2
F-Frontlak3
F-Fromtlekd
F-MatDrup
F-MobDnup2
F.Silek
F-Sijlek2

F-Skal

F-Skal2

Farl

Faz

Fard

Foard

Front. iekramss 1
Fromt. iekrands2
Line-3

Line-4

Mabias crupindas
Sijasanas ickirte
ShEOtARE
Traxtars1
Traorns2
Transpl
Transpz

Lacplési - Analysis of Sources Chart dB(A)
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Mazstrikeli1

Mazstrikeli1 - Analysis of Sources Chart dB(A)
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Pavulkalni

Totat

Buldazers
Eksiavators
F-Bulcox
F-Buldcz2
F-Ehsk2
F-Ekskav
F.Frontlek1
F-Fronllek2
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F-Sijlek2
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Line-4
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Sauleskalni

Sauleskalni - Analysis of Sources Chart dB(A)
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Vecpavuli

Vecp&wuli - Analysis of Sources Chart dB(A)
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